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* All dimensions must be confirmed on site by the Contractor

* This drawing may be reduced in size - DO NOT SCALE

* The drawing must be read in conjunction with the Specification

* Levels shown are preliminary and remain the Contractors

   and engineers detail where applicable

   responsibility.
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LAY-OUT PLAN

Proposed Development of the Eskbank Railway Heritage 

Precinct

Note

The railway lines to and the position of

the buildings in the development are an

architectural representation. Before

work commences the railway lines

should be drawn and set-out (surveyed)

by specialists in these fields - Some

minor re-locations are anticipated

LAY-OUT PLAN

Proposed reinforced
concrete service forecourt

[24X24]

Gantry to be relocated to the south
side of the  of the workshop [See Note at
"Existing Feature 7"

Proposed wagon maintenance
workshop & storage facility
[See Drawing MJW_0413_S3_a]

Proposed replica locomotive
running shed

[See Drawing MJW_0413_S4_a]

New railway track to be laid from the
SRA main line to the proposed facility

Existing milk depot rail line

60' diameter turntable to be
installed

[Relocated from Wollongong]

A retaining wall may be required
[This is dependant on the final

location of the building following
accurate track set-out]

Inch Street
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Entry to carpark via
the original lay-back

off Inch Street
[Good visibility for

approaching vehicles at
this point]

Future access to
maintenance

facility via carpark

Employee/volunteer
parking [8 places]

Existing Feature 1:
The original sub-station hut

Existing Feature 2:
Depot drainage pit

Existing Feature 3:
Water column base

Existing Feature 4:
Brick de-ashing pits (4)

Existing Feature 5:
Sandstone
turntable pit

Existing Feature 6:
Floor of oil store building De-ash

pits
inside
shed

Existing Feature 7:
Gantry Crane
Will be re-located to the south side of the workshop to maximise
its utilisation

100k(l) cast in-situ concrete
rainwater tank.
Water to be pumped to tank
above the development for
general use on site

Optional roof rainwater retainer/diverter
90mm bottom outlet 150 top outlet, both
directed to the downstream tank - Water can be pumped
directly to the elevated tank from here

Existing railway line

Operational Methology
* It is proposed to maintain the tank in an empty
 state at all times
* During a high rain event, excess water will  overflow
to the established drainage system adjacent

Existing railway lines to be extended

Existing concrete block
to be removed if practical

Proposed location of additional
overflow carparking spaces

if required


